
CT01-20 多头配色系统
CT01-20 Multi-Head Color Matching System
多头配色系统是一款面向涂料、油墨及化工行业的智能自动配色设备，集高精度称重反馈与西门子 1200PLC 控制于一体，实现多组原料的自动定量配比和进出

料控制，配料精度高，系统反应迅速、运行稳定，可存储超过 2000 个配色配方，自动按配方顺序执行进料，避免漏加或错加。操作界面友好，仅需 1–2 名操作员即

可完成批量调色，无需专业技术人员。设备可无缝对接 ERP/MES 系统，实现原料消耗与生产数据的实时采集和统计，并可直接使用测配色软件数据进行生产，缩

短从配方到出货的周期。调色过程在基础漆桶内完成，无需清洗或换色，减少废液与尾料，实现清洁高效的生产。该系统支持快速出样，1 吨以内订单可在 2 小时

内交付，是实现智能化、信息化、低人工配色生产的理想选择。

The Multi-Head Color Matching System is an intelligent automatic color formulation unit designed for coatings, inks, and chemical applications. 

Integrating high-precision weighing feedback with Siemens 1200 PLC control, it achieves highly accurate multi-material dosing. The system 

operates with high stability and speed, storing over 2,000 color formulas for fully automated, error-free batching. With a user-friendly interface, 

only one or two operators are required, eliminating the need for skilled technicians. It connects seamlessly to ERP or MES platforms for 

real-time tracking of material consumption and production data, and directly uses color-matching software data to shorten the time from for-

mula design to final output. All blending occurs inside the base paint tank, avoiding color contamination and reducing waste. Supporting rapid 

sampling and delivery of orders under one ton within two hours, this system delivers efficient, intelligent, and low-labor color production for 

modern manufacturing.
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型号 喂料量（L/h） 物料
ZL-S30 5~120
ZL-S60 80~800
ZL-S80 100~1200
ZL-S110 150~3500

料斗（L）

各种粉料粉粒混合料

40/60
40/80

60/150
80/200

BY 

ZL-S 系列单螺旋全自动给料机
ZL-S Series Single-Screw Automatic Feeder
ZL-S 系列单螺旋全自动给料机是一款高精度的连续、定量给料设备，兼具静态称重的高精度与动态称重的自动控制功能。设备采用先进的数字称重技术与失重

秤专用微芯片控制器，实现精准、稳定、快速的计量控制，是粉体配料系统中实现精确给料、提升生产效率与降低成本的理想选择。该系列静态精度优于 0.1%，动

态计量精度可达 0.2%–0.5%，并具备高防腐蚀性能及优异的 IP 防护等级，确保在多种工业环境下稳定运行。适用于小球状、颗粒状及流动性良好的粉末物料。

The ZL-S Series Single-Screw Automatic Feeder is a high-precision continuous and quantitative feeding system that combines the accuracy of 

static weighing with the dynamic control of real-time dosing. Using advanced digital weighing technology and a dedicated loss-in-weight 

microchip controller, it delivers precise, stable, and fast feeding performance-ideal for applications requiring accuracy and efficiency in powder 

batching processes. The system achieves a static accuracy better than 0.1% and dynamic accuracy of 0.2%–0.5%, with high corrosion resistance 

and IP-rated protection for reliable operation in demanding environments. It is suitable for small granular and free-flowing powder materials.

ZL-T 系列双螺旋全自动给料机
ZL-T Series Twin-Screw Automatic Feeder
ZL-T 系列双螺旋全自动给料机专为流动性较差的粉末状、纤维状及片状物料设计。设备集高精度称重与动态自动控制于一体，采用自洁型双螺旋结构与自动双

档切换传动箱，确保物料在输送过程中的稳定与均匀。配备双重破拱机构及失重秤专用微芯片控制器，使给料过程更加顺畅可靠。其动态计量精度为

0.2%–0.5%，具备出色的防腐蚀能力和高等级 IP 防护性能，是实现复杂物料精准配料的高效解决方案。

The ZL-T Series Twin-Screw Automatic Feeder is engineered for powders, fibrous, and flake materials with poor flowability. Integrating precise 

static weighing and dynamic dosing control, it features a self-cleaning twin-screw design, an automatic dual-speed gearbox, and a dual 

arch-breaking system to ensure smooth and consistent feeding. Controlled by a dedicated loss-in-weight microchip, the ZL-T achieves dynamic 

accuracy of 0.2%–0.5%, offering strong corrosion resistance and high IP protection. It is the optimal solution for precise dosing of complex or 

cohesive materials.

ZL-S(T) 系列单 / 双螺旋全自动给料机适用于各种均匀散状物料的连续、定量给料。设备采用三点式高精度称重技术，结合多种自动破拱装置，保证物料在配料过

程中的稳定下料与计量精度。该系列动态精度达 0.2%–0.5%，可广泛应用于颗粒料及流动性良好的粉料生产场景，是实现连续精确配料与提高生产效率的可靠

设备。

The ZL-S(T) Series Single/Twin-Screw Automatic Feeder is designed for continuous and quantitative feeding of uniform bulk materials. Utilizing 

a three-point high-precision weighing system and automatic arch-breaking devices, it ensures stable flow and precise dosing throughout the 

batching process. With dynamic accuracy between 0.2% and 0.5%, it is well suited for granular and free-flowing powder materials, delivering 

consistent performance and enhanced production efficiency.

ZL-S(T) 系列单/双螺旋全自动给料机
ZL-S(T) Series Single/Twin-Screw Automatic Feeder

型号 喂料量（L/h） 物料
ZL-T20 5~120
ZL-T28 20~400
ZL-T38 50~800
ZL-T46 100~1500
ZL-T52 200~3000
ZL-T64 500~4000

料斗（L）

100L/250L
120L/300L

流动性差的粉末状、纤维状、    片状物料

30L/60L
40L/120L
80L/150L
100L/180L

型号 喂料量（L/h） 物料 螺杆 料斗（L） 称重(KG)
ZL-S-150 500 500
ZL-S-200 1000 1000
ZL-S-250 2000 2000
ZL-T-150 500 500
ZL-T-200 1000 1000
ZL-T-250 2000 2000

均匀散装物料（如颗粒物料、流动性较好的
粉状物料）

100~10000

100~20000

单轴

双轴


